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schakelaartjes 1-4 (code) schakelaartjes 5-8 
(melodie)

1 2 3 4 5 6 7 8

1 0 0 0 0 1 0 0 0

2 1 0 0 0 0 1 0 0

3 0 1 0 0 0 0 1 0

4 0 0 1 0 0 0 0 1

5 0 0 0 1 x x x x

6 1 1 0 0 x x x x

7 1 0 1 0 x x x x

8 1 0 0 1 x x x x

9 0 1 1 0 x x x x

10 0 1 0 1 x x x x

11 0 0 1 1 x x x x

12 1 1 1 0 x x x x

13 1 1 0 1 x x x x

14 1 0 1 1 x x x x

15 0 1 1 1 x x x x

16 1 1 1 1 x x x x
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5      =  Für Elise

6      =  Westminster

7      =  Ding Dong 1

8      =  Ding Dong 2

5/6/7/8      + 5/6/7/8      = 
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SPECS

FD-100 RX:
220-240 V AC/50Hz
433.092 Mhz
max. 70dB
130 x 60 x   ± 35 (75) mm
137 gram

FD-100 TX:
8-12V = / ~
12 V Alkaline (type 23A)
433.092 Mhz
41 x 72 x 18 mm
28 gram (excl. bat)
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